
 
Issues 

 

SERVICE BULLETIN No. BB/35 
 
1. WITH REFERENCE TO: Hot-air balloons of BB and BB-S type (TCDS no. EASA.BA.003 and EASA.BA.017) 

 
  

2. REASON: The manufacturer has obtained the EASA approval for installation of the door and 
passenger seats into K models of baskets. (Approval no. EASA.BA.C.01174) 
 

  

3. INSTALLATION CONDITIONS: The door can be used under these conditions:  
• The basket has a lower stainless steel tube frame 
• Installation is to be carried out according to drawing no. 62-053081.00 
• The door can only be installed by the manufacturer 

 
The passenger seat attachment set can be installed under these conditions: 

• Undamaged floor plywood of minimum thickness 15 mm 
• Installation is to be carried out according to drawing no. 62-053090.00 
• When installed the trestle centre nut (drawing no. 62-053092.00) must not 

interfere with the suspension rope 
  

4. APPLICABILITY: The door can be installed to all basket models defined by the TCDS no. EASA.BA.003 and 
TCDS no. EASA.BA.017 fulfilling conditions stated in paragraph 3. At the date of issuing 
this bulletin these basket models are: K17, K22, K25P, K32T, K40Y, K50 a K60. 
 
The passenger seat attachment set can be installed to all basket models defined by the 
TCDS no. EASA.BA.003 and TCDS no. EASA.BA.017 fulfilling conditions stated in 
paragraph 3. 

  

5. ACTION CARRIED OUT BY: The door can only be installed by KUBÍČEK BALLOONS during manufacturing the basket. 
 
The passenger seat attachment set can be installed by the manufacturer or authorized 
service. 
 
Installation and removal of passenger seats is to be carried out by the pilot. 

  

6. INDUCED COST COVERED: Owner / operator 

  

7. NECESSARY MATERIAL: • Parts according to drawings no. 62-053081.00 and 62-053090.00 
• Supplements to manuals specified in para 8. 

  

8. MANUALS: After installation of the door or passenger seats the following supplements apply and 
need to be inserted into the original file of manuals: 
 
- Flight Manual Supplement Basket Door & Passenger Seat  
   (document no. B.0102-D&S), for balloons of serial numbers up to 639 
- Maintenance Manual Supplement Basket Door & Passenger Seat  
   (document no. B.0202-D&S) , for balloons of serial numbers up to 639 
- Flight Manual Supplement Basket Door & Passenger Seat  
   (document no. B.2102-D&S), for balloons of serial numbers 640 and higher 
- Maintenance Manual Supplement Basket Door & Passenger Seat  
   (document no. B.2202-D&S), for balloons of serial numbers 640 and higher 
 
 

  

9. BULLETIN TAKES EFFECT: 17 April 2009 

  



 
10. ENCLOSURES: None 

 
Technical content of this document is approved under the authority of DOA No. EASA.21J.277. 
 
 
On behalf of BAlÓNY KUBÍČEK spol. s r.o.   
 
 
Petr Kubíček 
Date: 17 April 2009  

 


