
b.2202-EW 

bALÓNY KUbÍČEK spol. s r.o.
Seat: Francouzská 81, 602 00 Brno
Office: Jarní 2a, 614 00 Brno 
Czech Republic
tel.: +420 545 422 620 
fax: +420 545 422 621 
info@kubicekballoons.cz 
www.kubicekballoons.cz

Maintenance Manual 
Supplement
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A f ul l descr ipt ion of the bal loon systems and operat ing procedures is prov ided in the Kubicek  
F l ight Manual for use w ith the hot air bal loon.

This balloon is to be maintained in an airworthy condition in compliance with instructions and limitations 
contained herein.

Applicable to the envelopes of s/n: 662
663
674
709
711
714

for BB balloon with envelope windows
of early design
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The new or amended text in the revised page will be indicated by a black vertical line in the left hand margin, and the 
Revision No. and the date will be shown on the bottom of the page.
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sEcTioN 1 - gENERAL

1.1  iNTRodUcTioN
This Supplement to the Maintenance Manual provides information for extended annual / 100 hour inpection of 
envelopes with windows of the early design. The arrangement and numbering of sections in this Supplement is the 
same as in the Maintanance Manual. If any section is influenced, only the different or additional information is stated 
in this Supplement, all other remain without any change.

1.2  APPLicAbiLiTY
BB balloon envelopes with windows without a tape around the window foil edge - serial numbers 662, 663, 674, 709, 
711, 714.

sEcTioN 2 - AiRWoRThiNEss LiMiTATioNs
No change

sEcTioN 3 - ENvELoPE REPAiRs ANd MAiNTENANcE
No change

sEcTioN 4 - bAsKET REPAiRs ANd MAiNTENANcE
No change

sEcTioN 5 - bURNER REPAiRs ANd MAiNTENANcE
No change

sEcTioN 6 - iNsTRUMENT REPAiRs ANd MAiNTENANcE
No change
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sEcTioN 7 - iNsPEcTioN schEdULE

7.5  ENvELoPE

11 Check all envelope windows for damage of window foil and surrounding fabric.

7.15  iNsPEcTioN cRiTERiA / TEchNiqUEs

7.15.2  Envelopes

7.15.2.9  Envelope Windows
Inspect the envelope windows. The window foil must not be broken through and all seams must be free of damage. 
Inspect all windows along their entire perimeter for a damage of a surrounding fabric. In case the fabric is worn the 
entire panel must be replaced.

sEcTioN 8 - APPENdicEs
No change
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